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overflow of rivers and streams or from 
abnormally high coastal waters due to 
sever storms. 

(c) Storm sewer systems are the facili-
ties in urban areas designed to collect 
and convey runoff from rainfall or 
snowmelt in the urban area to natural 
water courses or to previously modified 
natural waterways. They include storm 
drains, inlets, manholes, pipes, cul-
verts, conduits, sewers and sewer ap-
purtenances, on-site storage and deten-
tion basins, curbs and gutters, and 
other small drainageways that remove 
or help to manage runoff in urban 
areas. Storm sewer systems are de-
signed to solve storm drainage prob-
lems, which are typified by excessive 
accumulation of runoff in depressions; 
overland sheet flow resulting from 
rapid snowmelt or rainfall; and exces-
sive accumulation of water at the fa-
cilities listed in this paragraph because 
of their limited capacity.

§ 238.5 Comprehensive planning. 
Coordinated comprehensive planning 

at the regional or river basin level, or 
for an urban or metropolitan area, can 
help to achieve solutions to flood prob-
lems that adequately reflect future 
changes in watershed conditions, and 
help to avoid short-sighted plans serv-
ing only localized situations. This 
planning is particularly important in 
areas where significant portions of a 
watershed are expected to be urbanized 
in the future. Changes in land use may 
result in major alterations of the run-
off characteristics of the watershed. 
Hydrologic changes must be projected 
for the period of analysis. In this ef-
fort, responsible local planning organi-
zations should provide information and 
assist the Corps in development of pro-
jected land uses and expected practices 
for collection and conveyance of runoff 
over the period of analysis. Conversely, 
the Corps may be able to provide non-
Federal interests with valuable infor-
mation about water related con-
sequences of alternative land uses and 
drainage practices.

§ 238.6 General policy. 
(a) Satisfactory resolution of water 

damage problems in urban areas often 
involves cooperation between local 
non-Federal interests and the Federal 

flood control agencies. In urban or ur-
banizing areas, provision of a basic 
drainage system to collect and convey 
the local runoff to a stream is a non-
Federal responsibility. This regulation 
should not be interpreted to extend the 
flood damage reduction program into a 
system of pipes traditionally recog-
nized as a storm drainage system. 
Flood damage reduction works gen-
erally address discharges that rep-
resent a serious threat to life and prop-
erty. The decision criteria outlined 
below therefore exclude from consider-
ation under flood control authorities 
small streams and ditches with car-
rying capacities typical of storm sewer 
pipes. Location of political boundaries 
will not be used as a basis for speci-
fying project responsibility. Project re-
sponsibilities can be specified as fol-
lows: 

(1) Flood damage reduction works, as 
defined in this regulation, may be ac-
complished by the Corps of Engineers. 

(2) Construction of storm sewer sys-
tems and components thereof will be a 
non-Federal responsibility. Non-Fed-
eral interests have a responsibility to 
design storm sewer systems so that re-
sidual damages are reduced to an ac-
ceptable level. 

(b) Consideration will be given to the 
objectives and requirements of Execu-
tive Order 11988 (reference § 238.3(a)) 
and the general guidelines therefor by 
the U.S. Water Resources Council (ref-
erence § 238.3(b)).

§ 238.7 Decision criteria for participa-
tion. 

(a) Urban flood control. (1) Urban 
water damage problems associated 
with a natural stream or modified nat-
ural waterway may be addressed under 
the flood control authorities down-
stream from the point where the flood 
discharge of such a stream or waterway 
within an urban area is greater than 
800 cubic feet per second for the 10-per-
cent flood (one chance in ten of being 
equalled or exceeded in any given year) 
under conditions expected to prevail 
during the period of analysis. Those 
drainage areas which lie entirely with-
in the urban area (as established on the 
basis of future projections, in accord-
ance with § 238.5 of this part), and 
which are less than 1.5 square miles in
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